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June 21, 2007
	Mr. Chuck Morrison
	
	

	Industrial Air Quality
	
	


RE: Iron Mountain
Dear Chuck,

Thank you for your interest in Scientific Dust Collectors and for the opportunity to submit this proposal.  

Scientific Dust Collectors utilize a patented cleaning system that is superior to other collectors resulting in a more compact collector that operates more reliably. Our unique inlet baffle directs the air in a downward pattern to reduce dust reintrainment and can velocity. Our special baffle also greatly reduces the dust buildup on the top of the cartridge. Best of all, cartridges can be easily changed from outside the collector. 

Our special door design allows you to use the same cartridge in both front and back. It is spring loaded to maintain a constant seal. We guarantee proper pressure on cartridge seals, guarantee positive fit, and guarantee that the cartridge gasket will not leak for ANY REASON. Quality construction and attention to detail ensures Scientific Dust Collectors operate at peak performance from the day they are installed and for many years to come.

Standard Construction Features:
· 12 gauge hot rolled steel housing, reinforced to withstand ± 20 IWC static pressure, welded construction, pre-assembled to largest feasible shipping sections.

· Welded support structure designed for 100 MPH winds and Zone 3 seismic loads.

· Patented cleaning system with solid state timer pre-wired in NEMA 4 enclosure.

· 60° hopper with square discharge, flanged and pre-drilled for auxiliary equipment.

· Compressed air manifold mounted with pipe couplings on both ends for easy connection of air supply.

· Hopper discharge clearance of 42" below rotary airlocks.

· Flanged inlet and flanged outlet.
· Unique door design that seals the cartridge and applies constant spring pressure to maintain a positive seal.  The same cartridge can then be used in the front and back.

· One differential pressure gauge with connecting hardware.

· One full set of cartridges completely installed.

· Prime finish, inside and outside, of zinc oxide and exterior finish coat of dark tan enamel paint.
Price Proposal:
	
	Model SL3-36 pulse jet side load cartridge dust collector ;
	$34,600.00

	
	     36, 14" dia. x 28" long cartridges with total surface area of 9,648 ft²;
	

	
	     12  SCFM Compressed Air Required, clean & dry, at 90-100psi.
	

	
	
	

	
	  Full set of Duratex II  cartridges installed 
	Included

	
	Optional Accessories:
	

	
	
	

	
	     Three (3) Explosion Vents 20" x 24" Each                                         Lot$=
	$2,062.00

	
	     Two (2) Rotary Air Locks-Flextip Type                                              Lot$=
	$6,347.00

	
	     Model 14 x 14        28 RPM        1.5 HP-575v
	

	
	     Two (2) Tapered Inlet Transitions                                                     Lot$=
	$806.00

	
	
	========

	
	          Total Price, Ex-Works, Alsip, IL 
	$43,815.00

	
	
	

	
	          Estimated Freight to Vancouver, BC is $4,495.00.  
	

	
	
	

	
	NOTE: This proposal does not include a fan, ductwork or motor starters.
	


Shipment:
1 Week for engineering design & approval drawings.
OUR GOAL IS TO MEET YOUR NEEDS.  Normal delivery time is 6-8 weeks after receipt of your signed purchase order, credit approval, and signed approval drawing.  When planning, allow for 8 weeks to avoid possible delays.  If you require other than normal delivery times, let us know your specific requirements.  

Performance Guarantee:

We will guarantee particle emissions to be less than 0.008 grains/ft³ of air for grain loading under 10 grains/ft³. We will guarantee at least 99.99% efficiency for grain loading over 10 grains/ft³ down to 1 micron.

Warranty:
Scientific Dust Collectors warrants products manufactured by it, and supplied to it, to be free from defects in materials and workmanship, under normal use and proper maintenance, for a period of 12 months from the date of shipment. If during that time any product proves to be defective or does not operate at the recommended air-to-cloth ratio, Scientific Dust Collectors will repair or replace that product or issue a credit to the customer at Scientific Dust Collectors’ option.
Scientific Dust Collectors does not pay contingent, consequential or incidental damages.
Any field or independent expenses will not be paid without prior approval by Scientific Dust Collectors.

See “Terms and Conditions” printed on all sales order acknowledgements and invoices for specific information regarding warranty and other conditions of sale.

Operating Requirements:
For the protection of the pneumatic valves and controls, compressed air for this equipment must be clean and dry.  It must also be maintained above the dew point at all times and below the maximum allowable temperature of 180°F.

Validity:
Proposal valid for 30 days, standard terms and conditions apply.

Terms:
20% down payment with order.  Balance net 30 days from shipping date, subject to credit approval at time of order.
Please contact me should you have any questions or if I may be of further assistance.  I look forward to working with you on this project.

Best regards,

Mike
Michael T. Gerardi
General Manager
4101 West 126th Street, Alsip, Illinois 60803 USA    ▪    www.scientificdustcollectors.com   ▪    ph 708.597.7090  fx 708.597.0313

