:  

   One (1) ea, 1400-X1 Red Devil “1400 Classic” Dual Shaker.

· Explosion-Proof Unit, 115Vac.

· Explosion-Proof Adjustable Timer (15 minute min.)

· Auto Shut Down and E-Stop.

· 5151-00 Pedestal Base.

http://www.reddevilequipment.com/images/pdf/XP_Catalog.pdf
   One (1) ea, Fluid Management Gyroscopic Paint Shaker.

· Explosion-Proof Unit, 115Vac.

· Explosion Proof Adjustable Timer (15 minute min.).

· Auto Shut Down and E-Stop.

· Unit will accommodate 1 to 5-gallon container.

http://www.fluidman.com/products/gyromixer.htm
One (1) ea Morse Hydra-Lift Drum Roller, model # 456-A.
· Pneumatic Powered Unit.

· 5 – 20 RPM.

· Supplied with remote pneumatic powered thirty-minute timer.  Timer to be installed on GEK-456-A enclosure by gate.
http://www.morsemfgco.com/products/456-Hydra-Lift-Drum-Rotators.htm
One (1) ea, GEK-456-A: Morse Enclosure Kit with Safety Interlock.

http://www.morsemfgco.com/products/456-CAGE.htm
One (1) ea, Morse Drum Truck model # 153

http://morsemfgco.com/ops/pl152-153.pdf
One (1) ea, # 4550 Drum Runner: Drum Handling Unit

http://www.drumrunner.com/DRUMS/transporters.htm
http://www.drumrunner.com/pdf%20files%20(for%20web,%20email,%20personal%20printing)/Model%204550%20brochure.pdf
Six (6) ea, 3M Paper/Tape masking machine with stand.

http://www.tcpglobal.com/3m/3m800.aspx
http://www.tcpglobal.com/3m/itemdetail.aspx?itemno=MMM+6866
One (1) ea, Lab Safety Ergo-step model# 135547

http://www.labsafety.com/search/Premier+Plastics/24550552/135547/
Two (2) ea, 36” X 36” X 45” Wall Type Ventilated Clean station requiring (see attached pjotos):
· Basin area 33”L X 28”W X 40”D

· 12” back grate in basin area to allow 900 – 1000 cfm air flow.
·  Leg height 5” min.
· Fused lid

· 8” flue stack
· Material to be used: 304L SS or 316 SS

· Binks Airless 1 clean gun with no spray nozzle and 4’ hose lead.
· 1 ½” screened drain 

One (1) ea, 4’L X 3’D Wall Type Ventilated Mix table:

· 1’H X 3’D side deflectors above table surface– each side

· 900-1000 cfm air flow

· 8” flue stack
One (1) ea, Graco Diaphragm Pump: ½” inlet/outlet port.

One (1) ea, Graco Diaphragm Pump: 1” inlet/outlet port.
One (1) ea, Graco Diaphragm Pump: 1 ½” inlet/outlet port.

This is a turnkey installation and all items will need to be installed (anchored) and wired at pre-assigned locations per North Carolina inspection codes.  One (1) ea, clean station to be connected to diaphragm pumps to transfer cleaning solvent to and from supply/waste barrels.  Approximate run length of 50’ each direction, using approved tubing/pipe for MPK solvent.  One (1) ea, clean tank to be connected to RO supply line and drain connection to diaphragm pump for waste RO water to RO drain.  Clean stations and mix table to be installed and leveled (slopped floor to centered overflow drain); flue connection to be performed by another designated sub-contractor.
Vendor shall also provide three (3) ea sets or one (1) ea, CD with copyright agreement for operator / maintenance manuals reproduction of all items requested.
All Items will need to be shipped to the Global Trans Park 3 building in Kinston, NC.
Please note that the ship to address does not have a truck loading dock so the supplier needs to provide a means of unloading incoming trucks and taking product to where it is to be installed.   

Delivery Address:

Spirit AeroSystems, Inc.

Local receiving area

2812 Rouse Road Extension, GTP

Kinston, NC USA 28504

