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Project: 

To: Los Angeles Trade Technical College

Attn:

Recommended Equipment:

(1) SDC-30-24 Cartridge Collector Drum Type

- 12,000CFM @ 8” SP

- normal dia. 12.8” x 52”L polyester cartridges

(35) sets standard WB-6056 (2 booths side-by-side) with 7.5HP, 4 cartridges top 

mount dust collector on booth top



The drawings, AutoCAD, 3-D Models, and specifications are the property of Avani 

Environmental Intl. Inc. (AE) and may not be reproduced, distributed, modified, or 

otherwise used, except provided herein, without the express written permission of AE.

Date Name

***

standard1 =55

Scale

WB-6056 (2sets side-by-side)

with TMC-7-4
95 Cypress Drive

Youngsville, NC 27596

Sales Department

(919) 570-2862

info@avanienvironmental.com

WB-5-5P (two S)

SDC-B-7-4

AVANI ENVIRONMENTAL INTL. INC. 2011-10-20

12"*12"*6"

(1:3)



SDC-30-24 (12,000CFM @ 8”SP) (1)

(1) 30HP top mounted fan on (1) large 24 cartridges 

collector (drum type, outside install)

standard WB-6056 (side-by-side):

•booth (70)

•7.5HP top mount dust collectors (35)

WB-IBB (24)
















