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Ø35 (1.38") Ø65 (2.56") Ø100 (3.94") 100 (3.94") 160 (6.3") 220 (8.67")

Ø40 (1.58") Ø80 (3.15") Ø120 (4.73")

Ø50 (1.97") Ø95 (3.75") Ø140 (5.52")

Ø90 (3.55") Ø165 (6.5") Ø245 (9.65")

Ø60 (2.37") Ø115 (4.53") Ø170 (6.70")

Ø165 (6.5") Ø235 (9.26") Ø305 (12.01")

120 (4.73") 180 (7.09") 235 (9.26")

140 (5.52") 200 (7.88") 260 (10.24")

Ø135 (5.32") Ø215 (8.47") Ø295 (11.62")

Ø220 (8.67") Ø280 (11.03") Ø345 (13.59")

Ø290 (11.42") Ø370 (14.57") Ø455 (17.92")

0 (0") 150 (6") 300 (12") 450 (18") 0 (0") 150 (6") 300 (12") 450 (18")

 TECHNICAL SPECIFICATIONS     air cone patterns 

Air cone patterns for our most common nozzles

*Values may differ somewhat depending on the choice of nozzle. 

MJ4

209 L, 209

512, 011, 
811, 1011

920 A

973

2005

710, 715 C, 
715 L

701, 703, 
705, 705 L, 
707 L, 707 C

921, 961, 971*

MJ5

MJ6

720, 730 C, 
735 L
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