GENERAL NOTES mr _ g
1. ALL WORK SHALL BE PERFORMED IN STRICT ACCORDANCE WITH ALL STATE AND 15. WATER LINES BELOW GRADE SHALL BE TYPE K COPPER. WATER LINES ABOVE m m S s £
PLUMBING SYMBOLS PLUMBING ABBREVIATIONS LOCAL BUILDING CODES. mmmmmxm_._?r BE TYPE L COPPER AND INSULATED WITH 1/2” CLOSED CELL 7umrm umroﬂ M.m
2. ALL EXCAVATION AND BACKFILL FOR PLUMBING WORK SHALL BE BY THE mu umm nM
CONTRACTOR. 16. WASTE, VENT AND STORM WATER PIPING AND FITTINGS 1 1/2” AND LARGER SHALL >¢ 2 mmw \ 3 Ww
BE SERVICE-WEIGHT CAST IRON PIPE CONFORMING TO CS—188-66 OR NO—HUB 22 2 NW( 36
3. THE CONTRACTOR SHALL REFER TO THE ARCHITECTURAL PLANS FOR DIMENSIONS. CAST IRON PIPE AND FITTINGS CONFORMING TO CISP STANDARD 301-68T. - mmm x TE
DOMESTIC COLD WATER PIPING (CW) — TWO-WAY CONTROL VALVE ABV ABOVE LBS POUNDS DO NOT SCALE THESE DRAWINGS. 17 THE CONTRACTOR SHALL PROVIDE 18" AR CHAMBERS AT EACH FIXTURE OR SHALL =5 8328F E&&
DOMESTIC HOT WATER PIPING (HW) |.vwa| THREE-WAY CONTROL VALVE »mmcz wmm&%ﬁﬂh w_w wmzcﬂ_._ 4 AT WILL BE THE RESPONSIBILITY OF THE CONTRACTOR TO INSURE THAT ITEMS TO oIZE AND LOCATE SHOCK ABSORBERS IN ACTORDANCE WITH ANSI AT12.26.1.
BE FURNISHED UNDER THIS CONTRACT WILL FIT THE SPACE AVAILABLE. HE SHALL =
AFF ABOVE FINISHED FLOOR LPS LOW PRESSURE STEAM _,p%moﬁ%mﬂ%m _..m_uwso %zm%%mp\_mzwmz osm Bmmrmﬂm\un_mmxn\ym‘mo Jm%_ﬁzmu% 18. ALL FLOOR DRAINS SHALL BE FED FROM A TRAP PRIMER. .
DOMESTIC HOT WATER RECIRCULATING PIPING (HWR) @ VOTORIZED CONTROL VALVE ANS| AMERICAN NATIONAL STANDARDS INSTITUTE LVG LEAVING INCLUDING THOSE TOR CONNECTIONS, AND, SHALL FURNISH AND INSTALL SUCH H ®
ArPROX s THE DRAWINGS AND SPECIFICATIONS. 19. HORIZONTAL DRAINAGE AND WASTE PIPING SHALL HAVE A MINIMUM SLOPE OR Z
55 SANITARY SEWER PIPING AS AR SEPARATOR MAX MAXIMUM FALL OF 1/8” PER FOOT FOR SIZES GREATER THAN OR EQUAL TO 3" AND A U
m SOLENOID VALVE ASME AMERICAN SOCIETY MECHANICAL ENGINEERS MBH 1000 BTU PER HOUR 5. THE CONTRACTOR SHALL COORDINATE HIS WORK WITH THAT OF THE OTHER TRADES MINIMUM SLOPE OR FALL OF 1/4” PER FOOT FOR SIZES LESS THAN 3", %)
VENT PIPING ATM ATMOSPHERE MC MECHANICAL CONTRACTOR PROIR TO THE INSTALLATION OF ANY OF HIS PIPING EQUIPMENT. - _.__IL
SD STORM DRAIN PIPING % MIXING VALVE i AVERAGE KNI Kmﬂ_ﬂwmwpﬂmm 6. PROVIDE DI-ELECTRIC UNIONS OR FLANGES TO ISOLATE DISSIMILAR METALS. 20. AR g PING SHALL BE PRESSURE TESTED AT 150 PSI FOR A PERIOD OF ¥ <
oD OVERFLOW DRAIN PIPING — N CHECK VALVE MH wm%ﬁm_,uﬂmmw%_r%m K_wm K%xx\_z PRESSURE STEAM - ESCUTCHEONS AND COVER PLATES ARE REQUIRED FOR FINISH WAL PENETRATIONS. 21. PROVIDE MANUAL SHUT-OFF VALVES AT EACH BRANCH LINE OF ALL WATER PIPING W %
N BLW BELOW MTD MOUNTED 8. ALL PLUMBING FIXTURES SHALL BE NEATLY CAULKED WITH SILICONE CAULKING . 2
D DRAIN PIPING —]H<— DOUBLE CHECK VALVE 80 BLOW=OFF COMPOUND WHERE THE FIXTURE MEETS THE WALL. 22. PROVIDE ISOLATION VALVES AT ALL FIXTURES. N m\m
BP BOILING POINT N/A NOT APPLICABLE
6 NATURAL GAS PIPING — IO MULTIPURPOSE VALVE BTU BRITISH THERMAL UNIT zm. NORMALLY CLOSED 3. LATOUT AL UNDERGROUND PLUMBING AND SET GRADES 10 AVOID FOOTING 23. SEE ARCHITECTURAL DRAWINGS FOR MOUNTING HEIGHTS OF PLUMBING FIXTURES. 1}
BWV BACK WATER VALVE NEMA NATIONAL ELECTRICAL MANUFACTURER'S ASSOCIATION . 24
LP LIQUIFIED PETROLEUM GAS PIPING |_X_va| PRESSURE REDUCING VALVE NIC NOT IN CONTRACT 10. THE CONTRACTOR SHALL PROVIDE AND INSTALL HIS OWN SUPPORT DEVICES. WWW ,ﬁw w.,\_mm%ww,\ﬂ‘@%_mm TO HAVE INSULATION ON' ANY EXPOSED PIPES g,
.o CELSIUS NO. NUMBER ALL LOCATIONS SHALL BE COORDINATED WITH THE GENERAL CONTRACTOR AND S S\W cardy,
Fp FIRE PROTECTION PIPING m 05 & Y VALVE cT0C CENTER TO CENTER N.O. NORMALLY OPEN OTHER PRIME CONTRACTORS PRIOR TO INSTALLATION. 25. w_@__./_%w_%%_mwoﬁ;mov CLEANOUTS TO BE MOUNTED IN AN 187x18"x12" THICK #//////oo \\vM\\\\\\
Cv COEFFICIENT, VALVE FLOW NPT NATIONAL PIPE THREAD 11. THE CONTRACTOR SHALL USE FIRE RATED SLEEVES IN ALL LOCATIONS WHERE 26. NATURAL GAS .u_u_zo IS DESIGNED AND SIZED FOR 2 PSIG GAS PRESSURE s 2
Mu MAKEUP WATER [FCv ] FLOW CONTROL VALVE (BALANCING VALVE) CAB. CABINET NTS NOT TO SCALE PENETRATIONS OF RATED WALLS AND FLOORS ARE MADE. ALL OPENINGS WILL PROVIDE REGULATOR TO REDUCE PRESSURE TO 0.5 PSIG AT EACH PIECE OF = m>mmwu%mmq_zom =
CF CHEMICAL FEED BE MADE FIREPROOF. EQUIPMENT.  VENT REGULATOR TO ATMOSPHERE. 2% No. 00211 $85
o CHEMICAL FEED PIPING ce CEILING oc ON CENTER 12. SUPPLY WATER PIPING IS SIZED WITH 60 PSI AS A MINIMUM PRESSURE AVAILABLE %, /eh/v//ﬁ
P&T VALVE CMPR COMPRESSOR 0z OUNCE " CONTRACTOR SHALL NOTIFY ENGINEER IF A PRESSURE DIFFERENCE EXISTS. . \\\\\\\w:mo_:a%o/w//////
c CONDENSATE RETURN PIPING co CLEANOUT e
CONC CONCRETE P&T PRESSURE AND TEMPERATURE 13. ALL NEW UNDERGROUND WATER PIPING SHALL BE INSTALLED BELOW THE FROST
cD CONDENSATE DRAIN ﬁ RELIEF VALVE, SAFETY VALVE COND oozomzmﬁlmm_ —ATE, =ING, I>._._ozv PC PUMPED CONDENSATE LINE BUT NOT LESS THAN 24" BELOW FINISHED GRADE TO PIPE CROWN.
CTRL CONTROL i PRESSURE DROP 14. ALL VENT LINES SHALL SLOPE UP TO VENT THRU ROOF. VENT THRU ROOF SHALL
PC PUMPED CONDENSATE PIPING U FT CUBIC FEET PH PHASE " BE 100" MINMUM FROM ANY FRESH AR INTAKES.
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— PIPE CONTINUATION O] R FLOOR DRAIN VIR VENT THRU ROOF
HB HOSE BIBB P-4 SERVICE SINK 3/4” 3/4" 2" 2"
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SOME PLUMBING SYMBOLS AND ABBREVIATIONS SHOWN ON <
THIS DRAWING MAY NOT BE APPLICABLE TO THIS PROJECT. c
(1) TACO NO. 007 OR EQUAL, BRONZE CONSTRUCTION, 115 VOLT, 60 HZ, 1 PH. OR APPROVED EQUAL B D
(2) PROVIDE WITH AQUASTAT CONTROLS A
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