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THIS DRAWING IS THE 
PROPERTY OF THE VALIANT 
CORPORATION, INCLUDING THE 
PRINCIPLES OF THE DESIGN 
INVOLVED, AND IS SUBMITTED 
WITH THE AGREEMENT THAT IT 
IS NOT TO BE REPRODUCED, 
COPIED OR LOANED, IN PART OR
WHOLE WITHOUT PRIOR 
AUTHORIZATION FROM THE 
VALIANT CORPORATION, IT'S 
SUBSIDIARIES OR AFFILIATIONS. 
RECEIPT OF THIS DRAWING 
CONFIRMS ACCEPTANCE.
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UNLESS OTHERWISE SPECIFIED

BREAK ALL SHARP EDGES
AND CORNERS UNLESS
OTHERWISE SPECIFIED
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TITLE

RS MH ---  

18/12/2010 28/06/2011  

ODF 4000TF

METRIC (mm)
.X = ±0.3
.XX = ±0.13
.XXX = ±0.013

IMPERIAL (in)
.XX = ±.01
.XXX = ±.005
.XXXX = ±.0005

ANGULAR ±0° 30'

FABRICATION TOLERANCES
UNLESS OTHERWISE SPECIFIED

ALL WELDING PROCEDURES ARE TO
BE IN COMPLIANCE WITH STANDARD

WELDING PRINCIPLES AND PRACTICES
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DIST. (mm)

TOL. (mm)

GD&T

TOL. / DIST. (mm)

DIST. (in)

TOL. (in)

GD&T

TOL. / DIST. (in)

0   150 150   400 400   

±1.0 ±1.25 ±1.5
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±3/32
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